
Product Hallmark CavZero™ Cavity Unit

Single/Double  Single

Door type  Hallmark Ultimate Cavity Door

Door spec.  2400 x 910 x 34.5 ULCD

Jamb type  Finger Joint Pine (FJP) for architraves

Framing  90mm timber

Wall linings  10mm

Door finish  Paint quality

Jamb finish  Paint quality

Location  Family room

Gear type  Hallmark CavZero™ track system

Hardware  Suitable flush pull

Note:

• All Doors 1980-2600mm high x 1211-1600mm wide to be 37mm thick.

• All Doors 2601-3600mm high x 1601-2400mm wide to be 42mm thick.

• All Cavity Slider Doors 2701-3600mm high x 1801-2400mm wide must be installed in 140mm stud cavity pockets.

• All Cavity Slider Doors 2701-3600mm high x 1801-2400mm wide must have opening jambs set back 10mm from each face on each side of the 
   cavity pocket opening.

WARRANTIES

All Hallmark Cavity Sliders are 
backed by our comprehensive 
10 year warranty

All Hallmark Cavity Doors up to 
2600mm high x 1600mm wide are 
backed by our 5 year warranty.
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NZ OWNED & OPERATED

Hallmark Group is proudly New 
Zealand-owned and operated, 
supporting the NZ building industry 
for over 25 years.

Visit our website for full warranty 
details and exclusions w: hallmarkgroup.co.nz 

p: 03 313 4754   e: sales@hallmarkgroup.co.nz

EXAMPLE SPEC Hallmark Cavity Sliders

SPECIFYING HALLMARK PRODUCTS

Hallmark Group has been a trusted partner to New Zealand’s architectural and construction industries 
for over 25 years. Specifying Hallmark products provides you with peace of mind that you’re specifying 
high quality products covered by extensive warranties and supported by a dedicated and experienced 
team of product engineers and project managers. 

Specification sheets for each product line within the Hallmark range can be downloaded from 
hallmarkgroup.co.nz. Please refer to these individual spec sheets for specific technical information. 

HOW TO SPECIFY:  CAVITY SLIDERS & CAVZERO 


